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  SEE NOTES

MATERIAL

SCALE: 3.0:1.0SHEET NO. 2 OF 2

 TNC TRIAX
 STR BHD JACK

TITLE

 

   <0.5mm = �#�0.05mm        [<0.020 = �#�0.002]
   >0.5 - 6mm = �#�0.1mm     [>0.020 - 0.236 = �#�0.004]
  >6.00 - 30mm = �#�0.2mm    [>0.236 - 1.181 = �#�0.008]
 >30.00 - 120mm = �#�0.3mm   [>1.181 - 4.725 = �#�0.012]
---------------------------------------------------------
                     ANGLES = �#�1�$� 

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE METRIC [INCHES] AND TOLERANCES ARE:

MCAIR 5M2496-001 REV H   THIRD ANGLE PROJ.

NOTES: 
 
1. MATERIALS AND FINISHES: 
    BODY, LOCK WASHER, HEX NUT, CLAMP NUT
    BRAID CLAMPS & INNER  FERRULE - BRASS, SILVER PLATING
    CONTACT OUTER - BRASS,GOLD PLATING
    CONTACT - BeCu, GOLD PLATING
    INSULATORS - PTFE, NATURAL 
    FERRULES - COPPER, SILVER PLATING
    GASKETS - SILICONE RUBBER, RED
  
2. MECHANICAL: 
    A. TEMPERATURE RANGE: -65�$�C TO +165�$�C

3. PACKAGING:
    A. QUANTITY: SINGLE PACK
    B. MARKING: PACKAGING TO BE MARKED 
       "AMPHENOL RF, 82-5770 AND DATE CODE"
 
4. CABLE ASSEMBLY INSTRUCTIONS:
    A. FOR CABLE STRIPPING DIMENSIONS AND ASSEMBLY INSTRUCTIONS
       SEE AMPHENOL SPEC 349-50360, SPEC TO BE SUPPLIED WITH ORDER.
 
5. SHOWS CABLE ENTRY DIMENSIONS.
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